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PHONE / FAX ANSWERING MACHINE
PRIORITY PRIVACY JACK

PHONE LINE RF FILTER

RECORDER SWITCH

No. TEC94

No. TEC96

This device will eliminate
hissing, humming, scratch-
ing, False rings and radio
interference. It provides
noise suppression and
reduces electromagnetic
interference. Ideal for cord-
less phones, answering
machines, fax machines,
data communication and
modems.

No. TEC200

This device is plugged into
the phone where handset
plugs in, handset cord plugs
into switch. In record position
simply activate record switch
on any recorder and phone
conversation will be record-
ed. In play position, the
device will allow playing the
recording back through the
phone. Device plugs into
microphone jack on recorder.

.No. TEC220          

SURFACE MOUNT and FLOOR JACKS for VOICE & DATA 
with 110 TYPE INSULATION DISPLACEMENT TERMINAL

Meets Level 3 and 4 
requirements.

Suitable for 22 to 26
AWG wire

(stranded or solid).
30 micro inch Gold

Plated Contacts.
ABS material.

(UL94V-0)

SINGLE FLOOR MOUNT 
CONNECTOR BLOCK IDC TYPE

SINGLE SURFACE 
MOUNT BLOCK

No. 75-5160 -6P6C
No. 75-5180 -8P8C Keyed

No. 75-5460 - 6P6C
No. 75-5480 - 8P8C Keyed

DUPLEX FLOOR MOUNT CONNECTOR
BLOCK IDC TYPE marked VOICE and DATA

No. 75-5266 -6P6C & 6P6C
No. 75-5268 - 6P6C & 8P8C Keyed
No. 75-5288 - 8P8C Keyed & 8P8C Keyed

DUPLEX SURFACE
MOUNT BLOCK IDC
TYPE marked VOICE and
DATA

E134135

LR90192
LISTED 
COMMUNICATION
CIRCUIT ACCESSORY
82X6

This device is designed to give
user ability for connecting numer-
ous devices to one line phone
service and still give one device
priority over others. Any device
plugged into the telephone / fax
jack has priority. The LED will light
when device plugged into answer-
ing / telephone jack is in use. (This
is the subordinate jack). If a user
wants to use priority device when
subordinate device is in use, the
user waits until LED is not lit or
simply cuts in and automatically
cuts off signal to subordinate jack.
If user attempts to use subordinate
device while priority device is in
use, there will be no dial tone or
signal.

No. 75-5466 -6P6C & 6P6C
No. 75-5468 - 6P6C & 8P8C Keyed
No. 75-5488 - 8P8C Keyed & 8P8C Keyed

Ivory 

ADSL FILTER
An ADSL Filter is a must if you have a digital subscriber line for your internet

connections and use the same line for regular telephone communications. The
ADSL Filter will prevent interference to your telephone and facsimile from the
ADSL signals. It also prevents your fax and voice signals from interfering with the
data moving in and out of your computer via the DSL connection.

No. 75-211


