Customize your own Audio cables to meet your installation needs or specifications. All bulk cables are made of the same quality materials used in our premade audio cables. Flexible PVC jacket, pure Copper throughout and RoHS compliant. Choose audio connectors from our vast selections line of audio connectors, your creation is endless with Philmore bulk cables and connectors. Jacket color is black.

**Single Conductor with Shield**  
(for Mono applications)

- Conductor: 10/0.12 Bare copper  
- Insulation: PVC, Ø 1.1 ± 0.05  
- Shield: 28/0.12 Bare copper, Spiral  
- Jacket: PVC, Black

**Two Conductor with Shield**  
(for Stereo applications)

- Conductor: 10/0.12 Bare copper  
- Insulation: PVC, Ø 1.1 ± 0.05, Red/White  
- Shield: 40/0.12 Bare copper, Spiral  
- Jacket: PVC, Black

**Dual shielded Conductors**  
(for Two Separate Mono applications)

- Conductor: 10/0.12 Bare copper  
- Insulation: PVC, Ø 1.1 ± 0.05, Red/White  
- Shield: 40/0.12 Bare copper, Spiral  
- Jacket: PVC, Black

**Retractable Cable, 2 Conductor with Shield**  
(Stereo Application) Cable O.D. is 3.0mm (.118”)

- Conductor: 10/0.12 Bare copper  
- Insulation: PP, Ø 1.1 ± 0.05, Red/Transparent  
- Shield: 28/0.12 Bare copper, Spiral  
- Jacket: PVC, Black

**Options:**
- No. 44-1250 - 250 Ft. spool  
- No. 44-1500 - 500 Ft. spool  
- No. 44-1002 - 1000 Ft. spool

- No. 44-2250 - 250 Ft. spool  
- No. 44-2500 - 500 Ft. spool  
- No. 44-2002 - 1000 Ft. spool

- No. 44-3250 - 250 Ft. spool  
- No. 44-3500 - 500 Ft. spool  
- No. 44-3002 - 1000 Ft. spool

- No. 44-483 - 3 Ft. *  
- No. 44-486 - 6 FT *  
- No. 44-489 - 10 FT *  
- No. 44-492 - 15 FT *  
- No. 44-495 - 25 FT *

* indicates total extended length not retracted length.